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The All Care Bed Features:
•  Floor level (3.6” low height) with optional floor mat and alarm system to 

address high risk resident falls

• Provides bariatric residents the same equipment (42”/ 600 lb capacity)

•  Advanced features (cardiac chair positioning, trend/ reverse trend), 
optional scale, optional bed exit to manage higher acuity residents

•  With standardization this can improve staff training as well as 
maintenance with one bedframe solutions
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Blake
Medical Distribution

AllCare Bed 
Purchase includes: 

1  Pair of  
quarter rails

2  Light Oak Head 
and Foot Board

Advanced Positioning: Added 
comfort and treatment with one 
button low-chair, Trendelenburg, and 
reverse Trendelenburg positioning.

Clinical-Contour®: An exclusive 
feature that reduces skin shear and 
the repositioning of residents.

Staff Lockout Control: Built in on 
the pendant, this standard feature to 
prevent unintended operation.

Backlit Pendant: Allowing the 
controls to be viewed easier as well 
as provide additional safety at night.

UnderBed Light: Optional night light 
provides additional safety and light 
under the bed. 



Physical Specifications:
•  Deck Height Low- 3.6”-25” (without surface)

 o Optional 8.6”- 30” (without surface)

• Sleeping Surface- 35”, 39”, 42” W x 80”, 84”L

• Maximum Safe working Capacity- 600 lbs

Advanced Positioning:

is at the forefront of innovating medical 

technology for post acute care. We are 

focused on partnering with you to help 

address healthcare challenges in the 

following key areas —FALLS 
PREVENTION MOBILITY WOUND CARE

BARIATRIC 
CARE REHABILITATION

PROUDLY MADE IN THE U.S.A.

(877)877) 867
MED-MIZER.COM

C O M F O R T W I D E ™ 
S e r i e s

Deck Height Low .................................................... 3.6" optional (8.5")
Deck Height High ................................................... 25" optional (30")
Sleeping Surface ................................................... 35"w, 39"w, 42"w x 80/84”l
Maximum Safe Working Capacity .......................... 600 lbs
Product Weight ...................................................... 275 lbs

A l l C a r e  B e d
S P E C I F I C A T  I O N S
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E N D B O A R D  O P T I O N S

AC C E S S O R I E S

LIMITED WARRANTY
15 years on bed frame mechanics

5 years on drive system

1 year on wood, casters & 
handsets

Lifetime warranty on all welds

ENGLISH OAK MAHOGANY CHERRY LIGHT OAK

Advanced Falls
Notification 
System 

Trapeze Assembly

1/4 Length Side Rail  

Pivoting Assist Bars

Scale

Battery 
backupSafety Mat

Accessories:

Physical Specifications
Deck Height Low..........................................................9” (optional 14”)
Deck Height High........................................................25” (optional 30”)
Sleeping Surface..........................................................35”w, 39”w,  42”w, 48”w x 80” l
Maximum Safe Working Capacity............................800 lbs
Product Weight
 Foot Section Lift............................................42 lbs
 Head Section Lift...........................................42 lbs
 Head Section Sleep Surface.......................94 lbs
 Foot Section Sleep Surface.........................91 lbs
Maximum Back Angle.................................................55⁰
Maximum Knee Angle................................................15⁰
Mobility Height............................................................any height

ENVIRONMENTAL SPECIFICATIONS
Operating Temperature.....................................................41⁰ F to 104⁰ F (5⁰ C to 40⁰ C)
Operating Relative Humidity...........................................20% to 90% @ 86⁰ F / 30⁰ C
Operating Atmospheric Pressure....................................700 to 1600 hPa
Storage Temperature.........................................................-10⁰ C to -50⁰ C
Storage Relative Humidity................................................20% to 90% @ 86⁰ F / 30⁰ C
Storage Atmospheric Pressure........................................700 to 1060 hPa

ELECTRICAL SPECIFICATIONS
Main Voltage Input............................................................120 V AC
Max Current Input..............................................................2.70 A
Main Frequency Input.......................................................60 Hz
Controller Output Voltage................................................24 V 

LIMITED WARRANTY
15 years on bed frame mechanics
5 years on drive system
1 year on wood, casters & handsets
Lifetime warranty on all welds

1/4 Length Side Rail

Transport Dolly

Trapeze Assembly

Accessory HangerElectronic Scale

Pivoting Assist Bars

4” Bed Extender

THE INNOVATIVE HEALTHCARE SOLUTION
www.med-mizer.com | 877-867-7365
Made in the U.S.A. 

ComfortWide 
Series

ENGLISH OAK MAHOGANY CHERRY LIGHT OAK

TM

*Custom boards are available

Accessories

Endboard Options

Physical Specifications
Deck Height Low..........................................................9” (optional 14”)
Deck Height High........................................................25” (optional 30”)
Sleeping Surface..........................................................35”w, 39”w,  42”w, 48”w x 80” l
Maximum Safe Working Capacity............................800 lbs
Product Weight
 Foot Section Lift............................................42 lbs
 Head Section Lift...........................................42 lbs
 Head Section Sleep Surface.......................94 lbs
 Foot Section Sleep Surface.........................91 lbs
Maximum Back Angle.................................................55⁰
Maximum Knee Angle................................................15⁰
Mobility Height............................................................any height

ENVIRONMENTAL SPECIFICATIONS
Operating Temperature.....................................................41⁰ F to 104⁰ F (5⁰ C to 40⁰ C)
Operating Relative Humidity...........................................20% to 90% @ 86⁰ F / 30⁰ C
Operating Atmospheric Pressure....................................700 to 1600 hPa
Storage Temperature.........................................................-10⁰ C to -50⁰ C
Storage Relative Humidity................................................20% to 90% @ 86⁰ F / 30⁰ C
Storage Atmospheric Pressure........................................700 to 1060 hPa

ELECTRICAL SPECIFICATIONS
Main Voltage Input............................................................120 V AC
Max Current Input..............................................................2.70 A
Main Frequency Input.......................................................60 Hz
Controller Output Voltage................................................24 V 

LIMITED WARRANTY
15 years on bed frame mechanics
5 years on drive system
1 year on wood, casters & handsets
Lifetime warranty on all welds

1/4 Length Side Rail

Transport Dolly

Trapeze Assembly

Accessory HangerElectronic Scale

Pivoting Assist Bars

4” Bed Extender

THE INNOVATIVE HEALTHCARE SOLUTION
www.med-mizer.com | 877-867-7365
Made in the U.S.A. 

ComfortWide 
Series

ENGLISH OAK MAHOGANY CHERRY LIGHT OAK

TM

*Custom boards are available

Accessories

Endboard Options

Physical Specifications
Deck Height Low..........................................................9” (optional 14”)
Deck Height High........................................................25” (optional 30”)
Sleeping Surface..........................................................35”w, 39”w,  42”w, 48”w x 80” l
Maximum Safe Working Capacity............................800 lbs
Product Weight
 Foot Section Lift............................................42 lbs
 Head Section Lift...........................................42 lbs
 Head Section Sleep Surface.......................94 lbs
 Foot Section Sleep Surface.........................91 lbs
Maximum Back Angle.................................................55⁰
Maximum Knee Angle................................................15⁰
Mobility Height............................................................any height

ENVIRONMENTAL SPECIFICATIONS
Operating Temperature.....................................................41⁰ F to 104⁰ F (5⁰ C to 40⁰ C)
Operating Relative Humidity...........................................20% to 90% @ 86⁰ F / 30⁰ C
Operating Atmospheric Pressure....................................700 to 1600 hPa
Storage Temperature.........................................................-10⁰ C to -50⁰ C
Storage Relative Humidity................................................20% to 90% @ 86⁰ F / 30⁰ C
Storage Atmospheric Pressure........................................700 to 1060 hPa

ELECTRICAL SPECIFICATIONS
Main Voltage Input............................................................120 V AC
Max Current Input..............................................................2.70 A
Main Frequency Input.......................................................60 Hz
Controller Output Voltage................................................24 V 

LIMITED WARRANTY
15 years on bed frame mechanics
5 years on drive system
1 year on wood, casters & handsets
Lifetime warranty on all welds

1/4 Length Side Rail

Transport Dolly

Trapeze Assembly

Accessory HangerElectronic Scale

Pivoting Assist Bars

4” Bed Extender

THE INNOVATIVE HEALTHCARE SOLUTION
www.med-mizer.com | 877-867-7365
Made in the U.S.A. 

ComfortWide 
Series

ENGLISH OAK MAHOGANY CHERRY LIGHT OAK

TM

*Custom boards are available

Accessories

Endboard Options

Physical Specifications
Deck Height Low..........................................................9” (optional 14”)
Deck Height High........................................................25” (optional 30”)
Sleeping Surface..........................................................35”w, 39”w,  42”w, 48”w x 80” l
Maximum Safe Working Capacity............................800 lbs
Product Weight
 Foot Section Lift............................................42 lbs
 Head Section Lift...........................................42 lbs
 Head Section Sleep Surface.......................94 lbs
 Foot Section Sleep Surface.........................91 lbs
Maximum Back Angle.................................................55⁰
Maximum Knee Angle................................................15⁰
Mobility Height............................................................any height

ENVIRONMENTAL SPECIFICATIONS
Operating Temperature.....................................................41⁰ F to 104⁰ F (5⁰ C to 40⁰ C)
Operating Relative Humidity...........................................20% to 90% @ 86⁰ F / 30⁰ C
Operating Atmospheric Pressure....................................700 to 1600 hPa
Storage Temperature.........................................................-10⁰ C to -50⁰ C
Storage Relative Humidity................................................20% to 90% @ 86⁰ F / 30⁰ C
Storage Atmospheric Pressure........................................700 to 1060 hPa

ELECTRICAL SPECIFICATIONS
Main Voltage Input............................................................120 V AC
Max Current Input..............................................................2.70 A
Main Frequency Input.......................................................60 Hz
Controller Output Voltage................................................24 V 

LIMITED WARRANTY
15 years on bed frame mechanics
5 years on drive system
1 year on wood, casters & handsets
Lifetime warranty on all welds

1/4 Length Side Rail

Transport Dolly

Trapeze Assembly

Accessory HangerElectronic Scale

Pivoting Assist Bars

4” Bed Extender

THE INNOVATIVE HEALTHCARE SOLUTION
www.med-mizer.com | 877-867-7365
Made in the U.S.A. 

ComfortWide 
Series

ENGLISH OAK MAHOGANY CHERRY LIGHT OAK

TM

*Custom boards are available

Accessories

Endboard Options
Endboard Options

English Oak Mahogany Cherry Light Oak

Cardiac Chair Trendelenburg Reverse Trendelenburg
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